Audio Cable

Manhattan/CDT:

Audio & Control - Multicductor - Braided Shield-Overall - Flexible

VOLTAGE TEMPERATURE TYPE: CONSTRUCTION:
300V 75°C CM Conductor:Extra flexible stranded tinned
300V 60°C 2092, 2093, 2094 copper

Insulation: Color coded polyethylene
Braided tinned copper

Shield:

90% coverage

Jacket:

DESCRIPTION:

Chrome Gray PVC
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SPECIFICATIONS:

@“ NEC

UL Standard 444

UL AWM Styles (As Noted)
NEC Article 800
NEC Type CM

For:Sensing recording monitoring devices and telemetering. This
is a small diameter cable.

Color Code: Chart #7

NOM. JKT. APPROX. UL
NO. OF THICK NOM. WT./M’ STYLE
PART NO. COND. INCHES 0O.D. LBS. NO.

#24 AWG (10/34) INSULATION .015" NOMINAL
M1102 2 155 20 2092, CM
M1103 3 .180 22 2093, CM
M1104 4 .020 .200 25
M1105 5 210 20 2094, CM
M1106 6 .220 35
#22 AWG (19/34) INSULATION .015" NOMINAL
M1112 2 .182 23 2092, CM
M1113 3 .202 26 2093, CM
M1114 4 216 33
M1115 5 020 233 45
M1116 6 .251 55 2094, CM
M1118 8 .280 65
#20 AWG (26/34) INSULATION .015" NOMINAL
M1122 2 .030 .240 36 2092, CM
M1123 3 .250 43 2093, CM
M1124 4 .260 52
M1125 5 270 60
M1126 6 .300 67
M1128 8 .035 .329 81
M1130 10 .376 100 2094, CM
M1132 12 .380 118
M1135 15 411 145
M1140 20 454 186
#18 AWG (41/34) INSULATION .015" NOMINAL
M1142 2 .239 39 2092, CM
M1143 3 261 46 2093, CM
M1144 4 035 .287 55
M1146 6 .338 78 2094, CM
#16 AWG (65/34) INSULATION .015" NOMINAL
M1162 2 .281 55 2092, CM
M1163 3 .035 .296 65 2093, CM
M1164 4 .318 75 2094, CM
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Part Number |No. of Pairs |No. of Cond.|RG Type|AWG Size|Stranding | Shielding [NEC Type

M1140 20 20 (26/34) [Braid - OA CM
http://www.manhattancdt.com/searchresults.asp 6/4/02



