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Quabbin P/N 8215

Drawing typical of P/N family

Construction Details 
Cond. Stranding: 24 AWG 7/32 tinned 
Insul/Thickness: PVC .010" (.25 mm) 
Jacket/Thickness: PVC .040" (1.02mm) 
Jacket Color: Chrome grey 
Nom. Diameter: .354" (9.00 mm) 
Color Code: Table B 
Shielding: O/A alum./polyester tape, stranded 
drain wire 

Package Weight: 85 lbs./Kft. 
Notes: 

*** Stock *** 

More conductors/pairs
Fewer conductors/pairs

Description 
25 conductor, 24 AWG stranded copper, semi-rigid PVC insulation, 
chrome grey PVC jacket, overall shield, RS 232 cable 

Listing and Ratings 

l (UL) NEC Type CM, Article 800 
l AWM Style 2464, 300 Volt 80 degrees C 
l CSA AWM I/II A/B FT4, 300 Volt 80 degrees C 

Electricals (NOM) 
Cond. DC Resistance: 23.30 Ohms/1000' (76.45 Ohms/km) 
Cond. to Cond. Capacit.: 30.0 pF/ft (98.4 pF/meter) 
Cond. to Shield Capacit: 55.0 pF/ft (180.4 pF/meter) 
Impedance: N/A 
Velocity of Propagation: N/A 


